This article presents thermal EHL calculations for line contacts using a new analytical form of the Reynolds equation for lubricants whose rheological behaviour follows a modified Carreau model proposed by Bair. The isothermal calculation process was presented in: de la Guerra (Tribol Int 82:133-141, 2015). A new parametric formula is hereby developed using the aforementioned Reynolds-Carreau equation and adding the thermal effects to the solving process. The accuracy of this formula is discussed by comparing the estimates with the experimental and numerical results available. This analytical formula provides a fast and easy calculation methodology with good accuracy within a reasonably wide range of operating conditions. The Carreau equation incorporates the variation in the viscosity-temperature and the viscosity-pressure coefficients under shear-thinning conditions.
The Carreau equation incorporates the variation in the viscosity-temperature and the viscosity-pressure coefficients under shear-thinning conditions.
De la Guerra et al. [7] presented a new analytical form (4) of the one-dimensional Reynolds equation for lubricants whose rheological behaviour fits the modified Carreau model proposed by Bair where hypergeom denotes the Gauss hypergeometric function. Equation (4) is a function of τ m (the value of the shear stress at the lubricant mid-plane), which is calculated with Eq. (5) Other forms of Reynolds-Carreau equations have also been developed for line contacts [6, 8] . The formulation proposed by Bair [8] is based on numerical adjustment of the equations for flow-rate and mid-plane shear stress through simulations under different operating conditions. Unlike the approximate expression attained in that way, the new Reynolds-Carreau equation [7] was obtained in a general manner
Introduction
Generalised Reynolds equations are largely used to determine elastohydrodynamic film thickness for shear-thinning lubricants [1, 2] . Very often, the rheological behaviour of the lubricants is properly described by the Carreau model [3] , which is formulated in Eq. (1) When dealing with generalised Reynolds equations for non-Newtonian fluids, a modified version is frequently used, with τ being the independent variable. Bair [4, 5] proposed Eq. (2), valid for 0.2 < n<1, which is therefore applicable to most non-Newtonian fluids that follow the Carreau model
by adding the shear-thinning influence to a procedure similar to that used for deducing the classic Reynolds equation. All these approaches greatly simplify the solving process. The use of Grubin-style calculations [9] has shown to provide quick and reasonably accurate results of the shearthinned central film thickness under isothermal conditions [8, 10] . In contrast, the use of full EHL solving methods involves a very high computational cost.
On the other hand, bearing in mind a practical use of the film thickness results, several formulae have been deducted from a regression using data from full EHL calculations. By the way of example, Anuradha and Kumar developed accurate expressions for the central film thickness [2, 10] shown in Eqs. (6) (7) (8) (9) , which are used as reference values in the present article where Another remarkable approach based on numerical EHL calculations and the ensuing regression analysis is the shearthinning parameter κ proposed by Bair [6] and shown in Eq. (10), which divides the Newtonian central film thickness to obtain the corresponding value under shear-thinning conditions In addition, the heat generated in the contact can cause a local rise in the lubricant temperature, especially for high slide-to-roll ratios (SRRs), leading to a reduction in film thickness. Based on Cheng, Gupta and other authors, Hamrock proposed a correction factor (11) that can be applied to the isothermal film thickness to take into account the thermal effects [11, 12] (6)
More recently, Anuradha and Kumar [13] analysed several cases and reported a significant influence not only of shear-thinning but also of thermal effects on film thickness.
Besides the existing predictions for thermal film thickness based on simple formulae, the thermal influence is frequently considered by means of the energy equation [14] , solved together with generalised Reynolds equations. This involves an additional increase in the computational cost. The general expression for the energy equation in line contact is as follows [14] The thermal balance for each contacting body i (i = 1,2) is given by Eq. (13),
The following assumptions are frequently made:
• Couette flow, with a negligible Poiseuille component [6] .
• All heat generated by fluid shear (none by compression) [15] .
• Absence of heat conduction in the x-direction within the lubricant film and the contacting bodies [16, 17] .
• Thermal properties of the lubricant and contacting bodies constant with temperature [18] .
Thus, Eqs. (12) and (13) are simplified as follows
In this article, central film thickness and temperature distribution are calculated by adding thermal considerations to the Reynolds-Carreau equations proposed in references [8, 10] for line contacts.
It is generally accepted that the central film thickness is essentially determined by the fluid dynamics of the inlet zone, irrespective of the lubricant behaviour within the Hertz region [6, 14] . This characteristic greatly simplifies the solving process when compared with full thermal EHL simulations thanks to the Grubin inlet zone approximation for solving the Reynolds-Carreau equation, subsequently only requiring the need to solve the energy equation in the inlet zone.
An advantage of the structure of these equations is that all the factors are completely independent. Therefore, they can be applied in any order. Table 2 compares the film thickness results obtained using expressions (25-28) "h 0,New formula", with the equivalent results calculated numerically with the new Reynolds-Carreau equation "h 0,New numerical", showing an average error lower than 2%. This indicates that the fitting process followed leads to a very good agreement between the adjusted formula and the numerical results.
On the other hand, analogous Eqs. (29, 30) are obtained for the shear-thinning factors from the Reynolds-Carreau equation proposed by Bair [8] . However, identical equations are considered to obtain the Newtonian film thickness (25) and the thermal correction factor (28), as they are not influenced by the model in Ref. [8] By comparing the results of this model with those of the model proposed in [10] , average deviations of lower than 3% are found ( Table 3 ). The numerical results presented are attained by means of the calculation process described in the present article in order to obtain results that can be compared.
Results of the New Formula and the New Factors
Having verified that the new formula provides results equivalent to those of the numerical simulations within the range specified in Table 1 , the new correction factors for shear-thinning and thermal effects have been compared with results of other authors. Table 4 . (26, 27) . The correlation between the new formulae and those of Anuradha and Kumar "A&K" is shown in Fig. 5 and in the last column of Table 4 , with percentage differences less than 20% in all cases (usually less than 10%). These variations are explained by the fact that Newtonian film thickness differs from one model to another, as noted in references [7, 10] . Indeed, Anuradha and Kumar tend to obtain a lower Newtonian film thickness and therefore the corresponding factors apply a lesser shear-thinning correction to match the numerical simulations, leading to negative differences in most cases.
In Table 5 and Fig. 6 , the thermal factor (11) is compared with the new formula (28). Both expressions give similar results (differences lower than 9%), with values slightly higher for the new factor. Hence, the new model predicts a less significant thermal influence on film thickness.
After the analysis of the individual effect of shear-thinning and thermal factors, film thickness calculations have been done taking into account all the factors. Figure 7 shows the results of the formulae developed for the Bair model (Eqs. 25, 28, 29, 30 ) and the new formula (Eqs. 25, 26, 27, 28), together with the results of Anuradha and Kumar (Eqs. 6, 8, 9) modified with the thermal factor of Eq. (11) to be able to compare the predictions [denoted by "A&K + Eq. (11) the energy equation has allowed for the determination of the temperature distributions in the lubricant and the contacting surfaces in the inlet zone. In this way, the results with different working conditions have been discussed. As a result of the application of the model developed over a wide range of conditions, a new film thickness formula is proposed for EHL line contacts, which can be used for fast and easy calculations. The new formula consists of an equation for the Newtonian film thickness, a shear-thinning factor under pure rolling, a shear-thinning factor under rolling and sliding conditions and a thermal factor: 
